THERMOMETERS
FOR BUILDING 2021
Specialists in the design & manufacture of
temperature measuring equipment for industry

All prices quoted within the catalogue are exclusive of carriage and VAT at the standard rate.
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LEGIONNAIRES' THERMOMETER KITS
For routine water temperature monitoring
Excellent value-for-money
Incorrect water temperature is a key risk factor for legionella growth.
The legionella bacteria multiply in water at temperatures between
20 to 45 °C. A typical method of control is to store hot water above
60 °C and distribute it at above 50 °C (care must be taken to prevent
scalding). Cold water should be kept below 20 °C. These kits represent
excellent value-for-money and are supplied in a robust ABS carrying
case/zip pouch. For a full specification on the Therma 1, see page 4.

BUDGET LEGIONNAIRES' THERMOMETER KIT
Each kit contains:
Therma 1 thermometer (221-041)
Waterproof surface immersion probe (323-046)
Heavy Duty PTFE wire probe (133-372)
Zip pouch (830-037)

BUILDING & CONSTRUCTION

Order code Description
860-885
Budget Legionnaires' kit
FREE traceable certificate of calibration included

LEGIONNAIRES' THERMOMETER KIT
Each kit contains:
Therma 1 thermometer (221-041)
Penetration probe (123-160)
Precision ribbon surface probe (123-030)
PTFE wire probe (133-362)
Water resistant countdown timer (806-150)
Mini tub of 70 Probe Wipes (836-022)
ABS carrying case (834-150)

Order code Description
860-860
Legionnaires' thermometer kit
FREE traceable certificate of calibration included

LEGAL RESPONSIBILITIES FOR TESTING FOR LEGIONELLA
If you are the employer or person in control of premises, you must organise a risk assessment from
exposure to legionella. The revised Approved Code of Practice (ACOP) Legionnaires' disease: Control of
Legionella Bacteria in water systems (L8) issued by the Government's Health and Safety Executive (HSE)
significantly extends the scope of its guidance on control of legionella bacteria in water. The code applies
to all hot and cold water systems in the workplace regardless of their capacity, i.e. the lower limit of 300
litres previously used to exclude domestic systems, no longer applies. Whilst domestic systems may
represent a risk, the code only applies to a risk arising from a work activity, but does include domestic
landlords who have a duty to keep their tenants safe from health hazards. This means that all employers
and landlords, who manage premises with hot/cold water systems and/or wet cooling systems, have a
legal responsibility to identify any risk of contamination and to prevent or control it.
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THERMA 1, 3 & ELITE THERMOMETERS
Elite model includes backlight & max/min functions
FREE traceable certificate of calibration
Interchangeable thermocouple probes
Compact & robust design

The Therma 1 and 3 digital thermometers are rugged and easy to use
instruments that operate through the range of -100 to 1372 °C with a
0.1 °C or 1 °C resolution. The thermometers are housed in a robust
ABS case that contains Biomaster Antimicrobial Technology to
reduce bacterial growth.
The Therma 1 and 3 feature large, easy to read, LCD displays with open
circuit 'Err', hold and low battery indication. Each thermometer is
powered by three AAA batteries that give a minimum of 10000 hours
battery life. The units will power off automatically after ten minutes,
maximising battery life. This feature can be disabled by the user,
if not required.

BUILDING & CONSTRUCTION

We offer an extensive range of interchangeable type K thermocouple
probes for a variety of different applications, see our website for
full details.
Penetration probe (123-160)
Therma Elite thermometer
The Therma Elite incorporates all the features
of a Therma 1 thermometer, but with the addition
of a backlit display, max/min memory function
and a mode button for the selection of 0.1/1 °C/°F.
The thermometer also incorporates a calibration
trim function (±2 °C) which allows the user to
compensate for thermocouple probe errors.

OPTIONAL ACCESSORIES:
		
		
		

Protective silicone boot - the Therma series is
splashproof to IP64 when used in conjunction
with this boot. Various colours are available - see
our website for more details

		

Stainless steel wall bracket (screws not supplied)
& protective black silicone boot (832-053)

HOLD

Order code Description
2 21- 041
Therma 1
2 21 - 043
Therma 3
2 21- 0 6 1
Therma Elite
1 2 3 -1 6 0
Penetration probe
830-227
Protective silicone boot - black
832-053
S/steel wall bracket & boot
The Therma series is exclusive of probe
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MAX/
MIN

AUTO
OFF

Specification
Therma 1/Elite
Therma 3
Range 0.1 °C
-99.9 to 299.9 °C N/A
Range 1 °C
300 to 1372 °C
-100 to 1372 °C
Resolution
0.1 °C & 1 °C
1 °C
Accuracy
±0.4 °C ±0.1 %
±1 °C
Battery & life
3 x 1.5 volt AAA - 10000 hours
Sensor type
K thermocouple
Display
12 mm LCD
Dimensions
25 x 56 x 128 mm
Weight
130 grams
FREE traceable certificate of calibration included

THERMA DIFFERENTIAL THERMOMETER
Robust, waterproof case offering IP66/67 protection
Ideal for radiator balancing or HVAC applications
Designed for plumbers, reliable & easy to use
Backlit LCD with max/min & hold functions

The Therma Differential is a digital thermometer that
allows the user to operate two type K thermocouple probes
simultaneously. The display can be switched to show probe
T1 or T2 temperature or the difference between probes T1
and T2 (T1-T2). This allows, for example, the temperature
drop across radiators or the temperature rise or fall of two
items being measured.

BUILDING & CONSTRUCTION

The Therma Differential measures temperature over the
range of -99.9 to 299.9 °C with a 0.1 °C resolution or 300 to
1372 °C with a 1 °C resolution. The thermometer features
a custom, LCD display with °C/°F, T1, T2, diff, hold, open
circuit, low battery indication and a user selectable
backlight. The unit incorporates an auto-power off facility
that automatically turns the instrument off after ten
minutes, maximising battery life.
Each unit is housed in a durable, ABS case that has
an integrated rubber seal to ensure complete water
tightness and help reduce the possibility of damage
in harsh environments.
We offer an extensive range of interchangeable type K
thermocouple probes, for a variety of different applications,
see our website for full details.
OPTIONAL ACCESSORIES:
		
		

Protective silicone boot - black c/w foot
stand and magnet for mounting on pipes,
radiators etc. (830-258)

		

Stainless steel wall bracket (832-015)
screws not supplied

HOLD

830-258

832-015

Order code Description
2 31- 02 2
Therma Differential
830-258
Protective silicone boot - black
13 3 -040
Pipe clamp probe
832- 015
Stainless steel wall bracket
The Therma Differential is exclusive of probe

MAX/
MIN

AUTO
OFF

IP66/
IP67

Specification
Therma Differential
Range 0.1 °C
-99.9 to 299.9 °C
Range 1 °C
300 to 1372 °C
Resolution
0.1 °C to 299.9 °C thereafter 1 °C
Accuracy
±0.4 °C ±0.1 % of reading
Battery
3 x 1.5 volt AAA
Battery life
7500 hours
Sensor type
K thermocouple
Display
15 mm LCD
Dimensions
32 x 71 x 141 mm
Weight
220 grams
FREE traceable certificate of calibration included
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HVAC THERMOMETER KITS
For everyday temperature monitoring
Excellent value-for-money

These HVAC thermometer kits are ideal for a wide range of plumbing and heating applications. The kits can
be used to monitor both cold and hot water temperatures as well as undertake other routine HVAC checks.
A typical application includes balancing radiators using a pair of clip-on pipe probes on the flow and return
pipes at either end of the radiator. Starting with the radiator nearest the boiler, adjust the lockshield valve
until you get a temperature drop of 11 °C across the two pipes. Then move on to the other radiators in turn.
For a full specification on the Therma Differential thermometer, see page 5.

BUDGET HVAC THERMOMETER KIT
Each kit contains:

BUILDING & CONSTRUCTION

Therma Differential thermometer (231-022)
2 x pipe clamp probes (133-040)
Zip pouch (830-090)

Order code Description
860-095
Budget HVAC thermometer kit
FREE traceable certificate of calibration included

HVAC THERMOMETER KIT
Each kit contains:
Therma Differential thermometer (231-022)
Precision ribbon surface probe (123-030)
Penetration probe (123-160)
2 x pipe clamp probes (133-040)
ABS carrying case (834-300)

Order code Description
860-090
HVAC thermometer kit
FREE traceable certificate of calibration included

LEGAL RESPONSIBILITIES FOR SAFE SURFACE & WATER TEMPERATURES
If you are the employer or person in control of premises you have a legal duty of care in respect of the risk
of scalding or burning from hot water and hot surface temperatures. NHS and HSE guidelines state that
surface temperatures of space heating devices such as thermal storage heaters, oil-filled radiators and
conventional radiators should not exceed 43 °C. This will control and prevent patients from being burned.
When the surface temperature exceeds 43 °C there is a high risk of burning, often leading to fatalities in
the elderly, people with mental illness and learning disabilities or children who cannot react appropriately
to prevent injury.
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RAYTEMP® 8 IR THERMOMETER
Range IR -60 to 500 °C, probe -64 to 1370 °C
Target distance/diameter ratio 12:1
The RayTemp 8 portable infrared thermometer
is compact, lightweight and easy to use.
Simply aim and pull the trigger to display the
temperature of the item being measured. The
thermometer displays temperature over the
range of -60 to 500 °C. The unit features a circular
laser with centre dot indicator, which allows you
to precisely target the diameter of the area to be
measured. As you move closer or further from
the target the laser circle changes diameter.
The RayTemp 8 incorporates a miniature
thermocouple type K probe socket that enables
a wide range of type K thermocouple probes to
be used for a variety of temperature
measurement applications, including air,
liquid and surface temperatures.

Specification
Range - infrared
Range - probe
Resolution
Accuracy - infrared
Accuracy - probe
Field of view
Emissivity
Battery & life
Display
Dimensions
Weight

AUTO
OFF

RayTemp 8
-60 to 500 °C
-64 to 1370 °C
0.1 °C/°F (9.9 to 199.9 °C) or 1 °C
±2 °C or ±2 % of reading whichever is greater
±1 °C or ±1 % of reading whichever is greater
Target ratio 12:1
0.95 default - adjustable 0.1 to 1
2 x 1.5 volt AAA - 180 hours continuous use
Custom LCD
40 x 66 x 155 mm
185 grams

RAYTEMP® 2 IR THERMOMETER
High accuracy ±1 °C over a limited range
FREE traceable certificate of calibration
Designed and manufactured in the UK, the
RayTemp 2 infrared, non-contact thermometer
features a large, easy to read LCD display and a
three-button keypad, incorporating measure,
mode and max/min functions. Simply aim at the
target and press the measure button to display
the surface temperature.
Incorporating a 5:1 optic ratio (target distance ratio)
and a fixed emissivity of 0.95 making it suitable
for a wide range of industrial applications, each
RayTemp 2 is housed in a robust ABS case that
contains Biomaster Antimicrobial Technology
that reduces bacterial growth.
The unit does not incorporate laser alignment,
which will appeal to those who are health and
safety conscious and do not require this feature.
In addition, promotes the user to get closer
to the object being measured. Ideal in an
environment where accuracy is important.
Order code Description
228-020
RayTemp 2
8 30 -2 21
Protective silicone boot - white

model available - see
our website for details.

MAX/
MIN

AUTO
OFF

Specification
Range
Resolution
Accuracy

RayTemp 2
-49.9 to 349.9 °C
0.1 °C & 1 °C
±1 °C (0 to 100 °C) otherwise ±2 °C
or ±2 % of reading whichever is greater

Field of view
Target ratio 5:1
Emissivity
0.95 fixed
Battery & life 3 x 1.5 volt AAA - 5000 hours continuous use
Display
12 mm LCD
Dimensions
25 x 56 x 128 mm
Weight
130 grams
FREE traceable certificate of calibration included
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BUILDING & CONSTRUCTION

Order code Description
814-045
RayTemp 8
860-845
RayTemp 8 kit
830-040
Protective nylon pouch
834-740
ABS carrying case
The RayTemp 8 is exclusive of probe

MAX/
MIN

6000 SERIES THERMA-HYGROMETERS
High accuracy ±2 %rh & ±1 °C
Remote or integral %rh & temperature probe
Displays max/min humidity or temperature
Optional backlit display

The 6000 series therma-hygrometers are easy to use, relative humidity
and air temperature measuring instruments. The units measure
%rh over the range of 0 to 100 %rh with a resolution of 0.1 %rh and
temperature over the range of -20 to 70 °C (-20 to 50 °C with a fixed
probe) with a resolution of 0.1 °C.

BUILDING & CONSTRUCTION

The therma-hygrometers incorporate a custom LCD, displaying %rh,
°C/°F, dew point indication, max/min and hold. There is an automatic
display of both open circuit and low battery. The 6000/6100 display
the temperature and humidity at the push of a button separately,
whereas the 6002/6102 display humidity and temperature
simultaneously and additionally incorporates a backlit display.
All units are powered by three AAA batteries with a minimum
life expectancy of 10000 hours. An auto-power off facility turns
the therma-hygrometer off automatically after ten minutes,
maximising battery life.
6100/6102 therma-hygrometers with remote probe
These therma-hygrometers utilise an interchangeable probe that
incorporates a one-metre lead with a 6-pin Lumberg connector.

Optional UKAS Certificate of Calibration
An optional three-point UKAS Humidity Calibration Certificate is
available at a preferential price when purchased with these units.

0601

Protective silicone boot (830-227)
The Therma series is splashproof to IP64
when used in conjunction with this boot.
Various colours are available - see our
website for details

DEW
POINT

Order code
224-600
224-6 1 0
224-602
224-6 1 2
224-6 1 7
830-227
890-1 1 1

Description
6000 therma-hygrometer
6100 therma-hygrometer
6002 therma-hygrometer
6102 therma-hygrometer
6100/6102 spare probe**
Protective silicone boot - black
*UKAS 3-point Certificate

6100/6102 are supplied inclusive of probe
*Price when purchased with a new instrument

HOLD

Specification
Range - 6000/6002
Range - 6100/6102
Resolution
Accuracy
Hysteresis
Sensor type
Battery & life
Display
Dimensions
Weight

MAX/
MIN

AUTO
OFF

Temperature
Humidity
-20 to 50 °C
0 to 100 %rh
-20 to 70 °C
0 to 100 %rh
0.1 °C/°F
0.1 %rh
±1 °C ±1 digit*
±2 %rh (10 to 90 %rh)
N/A
±1 %rh
Silicon bandgap Capacitance polymer
3 x 1.5 volt AAA - 10000 hours
12 mm LCD
25 x 56 x 128 mm
130/160 grams

*Accuracy ±0.4 °C over the range 10 to 40 °C otherwise ±1 °C

** Please note this probe will only work with 6100 Instrument with serial numbers later than D20120375,
and 6102 Instruments with serial numbers later than D20100842.
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THERMA-HYGROMETER
This therma-hygrometer simultaneously displays
both the humidity and temperature in addition
to indicating and recording the maximum and
minimum temperature and humidity readings.
The hygrometer measures both humidity and
temperature over the range of 0 to 50 °C and 10
to 99 %rh utilising the internal sensors. A comfort
icon is displayed to show if the surrounding
atmosphere is dry, just right or too wet.
This therma-hygrometer is ideal for monitoring
both temperature and humidity in rooms,
offices, factories and similar to ensure optimum
environmental conditions are maintained.
The unit is housed in an ABS case, measuring 20 x
100 x 110 mm, that incorporates a useful foldaway
stand and a keyhole slot for hanging on a wall.
MAX/
MIN

Order code Description
810-145
Therma-hygrometer

BUILDING & CONSTRUCTION

DIAL HYGROMETER
The general purpose hygrometer incorporates a
70 mm diameter dial with arrow indicator and
colour-coded zones to display humidity levels e.g.
dry, moderate and humid. The hygrometer
indicates the level of humidity in 5 % divisions over
the range of 0 to 90 %rh.
The unit is housed in an ABS case, measuring 70 x
60 mm and can be free-standing or hung by the
hook from a shelf.
Order code Description
800-125
Dial hygrometer - room

THERMA-HYGROMETER - ALARM
This therma-hygrometer simultaneously displays
both the humidity and temperature in addition
to indicating and recording the maximum and
minimum readings.
The instrument measures both humidity and
temperature over the range of 0 to 49.9 °C and 20
to 99 %rh via the internal sensors. Using the
external temperature sensor the temperature
range is extended to -49.9 to 69.9 °C.
Order code Description
810-155
Therma-hygrometer - alarm
810-158
Replacement probe for 810-155

Remote probe
MAX/
MIN
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7000 MOISTURE METER
20-LED bar graph indicates OK, WARNING or DAMP levels
Specifically designed for the building professional
5 scales - concrete, plaster, reference & 2 timber
Interchangeable 2-pin probes
The 7000 is a compact, general purpose moisture meter designed
specifically for building professionals and tradesmen to check the moisture
content in a variety of construction materials for moisture content diagnosis.
The instrument features a 20-LED bar graph within the keypad which
displays current moisture levels; green for OK, amber for WARNING
or red for DAMP. The instrument incorporates a large, easy to read, LCD
display with low battery indication. The 7000 digital meter incorporates
five scales of measurement.

BUILDING & CONSTRUCTION

Scale 1 - Wood 1 (W1)
Scale 2 - Wood 2 (W2)
Scale 3 - Plaster (P1)
Scale 4 - Concrete (C1)
Scale 5 - Linear or Reference (Lin)

6.0 to 40.0 %
8.0 to 40.0 %
0.1 to 15.0 %
0.5 to 12.0 %
0 to 1000

Each unit is housed in a robust ABS case and is powered by three
AAA batteries that give a minimum of 350 hours battery life. The
instrument will power off automatically after ten minutes, maximising
battery life. This feature can be disabled by the user, if required.
Each moisture meter comes complete with a general purpose two-pin
probe, having a one metre PVC lead and BNC connector, all supplied
in a handy-sized protective zip wallet and 50 spare pins (602-530).
For alternative moisture probes available, see opposite page.
LED MOISTURE INDICATION BAR GRAPH:

Damp

Warning

Ok

Protective silicone boot
Fitting a boot will make your instrument
splashproof to IP64 and help prevent
against accidental damage. Various
colours are available - see our website
for more details.

HOLD

Order code Description
224-070
7000 moisture meter
830-222
Protective silicone boot - yellow
890-270
3-point traceable calibration cert
602-530
Spare pins - pack of 50
The 7000 moisture meter is inclusive of probe
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Specification
Range Scale 1
Scale 2
Scale 3
Scale 4
Scale 5
Resolution
Accuracy
Battery & life
Display
Dimensions
Weight

AUTO
OFF

7000 moisture meter
6.0 to 40.0 %
8.0 to 40.0 %
0.1 to 15.0 %
0.5 to 12.0 %
0 to 1000
0.1 % or 1 (Linear Scale)
±1 % moisture content
3 x 1.5 volt AAA - 350 hours
12 mm LCD
25 x 56 x 128 mm
130 grams

MOISTURE METER KIT
Heavy duty, designed for the construction industry
Excellent value-for-money

This moisture meter kit is a complete solution for measuring the moisture and dampness
in a variety of building materials. This kit is supplied in a robust ABS carrying case and includes
a two-pin probe, two packs of pins and a protective silicone boot.

Each kit contains:
7000 moisture meter (224-070)
General purpose two-pin probe (180-160)
Heavy duty hammer probe (180-170)
General purpose pins - pack of 50 (602-530)
Hammer probe pins - pack of 10 (602-537)
Protective silicone boot - yellow (830-222)
ABS carrying case (834-715)

BUILDING & CONSTRUCTION

HOLD

AUTO
OFF

Order code Description
224-079
Moisture meter kit

7000 MOISTURE METER PROBES
Order code

GENERAL PURPOSE PROBE

26 x 33 x 60 mm overall
Ø1.2 x 7 mm (fitted)

HEAVY DUTY HAMMER PROBE

Ø40 x 290 mm overall
Ø2.4 x 30 mm (fitted)

DEEP WALL PROBE

Ø3 x 150 mm overall
Ø3 x 130 mm

This standard, general purpose, two-pin (12.7 mm
spacing) moisture meter probe is ideal for
measuring moisture in a variety of building
materials. Supplied with a one metre PVC
lead and BNC connector.

180-160

Spare general purpose probe pins - pack of 50

602-530

This probe is designed for measuring moisture in
wood and similar materials. The pin's insulated
shanks ensure measurements are taken at the pin
tip, allowing varying of depth measurements.
Supplied with a one metre PVC lead and BNC
connector.

180-170

Spare hammer probe pins - pack of 10

602-537

This insulated deep wall probe measures moisture
deep within walls, regardless of surface dampness.
The insulated shanks should be inserted into
pre-drilled holes. Each pair of probe assemblies
is supplied with a one metre PVC lead and
BNC connector.

180-180

Spare insulated shanks - pack of 2

602-539

11

THERMADATA® WIFI LOGGERS FOR TEMPERATURE
Email alerts user when alarm limits are exceeded
Access temperature data worldwide via internet
NO ongoing or subscription charges
Programmable high/low alarm
The ThermaData WiFi loggers utilise the latest WiFi
wireless technology. The loggers are a battery powered,
cost-effective, temperature monitoring system that
remotely records the temperature of appliances and
buildings. Each logger transmits the recorded data
to a WiFi router connected to the internet which can
be accessed and viewed from a PC, laptop or tablet
anywhere in the world.

BUILDING & CONSTRUCTION

The loggers have a range limited to the specification of
the users WiFi router. Each logger has an intuitive LCD
displaying; temperature, WiFi and internet connection
status, max/min recorded temperatures, alarm status
and battery life.
At programmable intervals, the loggers will record temperature from both sensors, recording up to a maximum
of 18000 readings (9000 from each sensor). Each logger incorporates a red and green LED. The flashing green
LED indicates that the logger is active/logging and the flashing red LED indicates that the customised preset
alarms have been exceeded. Each logger communicates directly to the WiFi router at set intervals to push
data through the internet into ThermaData Studio. The information is available to be analysed and exported
into a report format. Each unit is supplied with a USB lead and FREE wall bracket. ThermaData Studio software
is available to download FREE from our website and is licence free, with no ongoing or subscription charges.

HOW DOES THE THERMADATA WIFI LOGGER WORK?

Using the unique ID of each logger, ThermaData Studio
creates a secure connection between logger and software,
which can be accessed and viewed anytime and anywhere
with an internet connection. Each logger communicates
directly to the WiFi router at set intervals to push data through
the internet into ThermaData Studio. The information is
available to be analysed and exported into a report format.

Simple setup & easy to use software
makes the ThermaData WiFi loggers
perfect for analysis

TD Link App

TD LINK
By signing in to the TD Link app, you can view the
status of all the ThermaData wireless thermometer
units associated with ThermaData Studio, wherever
the internet is available.
Data sent via
WiFi to router

View data on
multiple devices
Email
Alerts

You can view the current readings, settings and
reference information of all your thermometers.
Warning indicators will appear if there is a problem
with any instrument, or if any sensor reading has
reached the alarm levels set in ThermaData Studio.
For each thermometer, you can opt to receive
push notifications when an alarm condition has
been detected.
TD Link is a view-only app, that cannot be used to alter
instrument settings. Available on iOS and Android.

Please note: WiFi routers have a range of 100 metres depending on the make, model, capabilities and setup of the router.
Environmental conditions may also affect the signal strength.

50
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THERMADATA® WIFI ONE/TWO CHANNEL THERMISTOR LOGGERS
The ThermaData® WiFi thermistor loggers can be
supplied with one internal sensor or a stainless steel
general purpose probe (Ø3.3 x 100 mm) with a one metre
PUR/PVC fixed lead. Please Note: Model TD1F is supplied
with one external remote probe and an internal sensor.
Model TD2F is supplied with two external remote probes.
Specification
TD
TD2F
TD1F
Range - internal 0 to 50 °C
N/A
0 to 50 °C
Range - external N/A
-40 to 125 °C -40 to 125 °C
Resolution
0.1 °C/°F
Accuracy
±0.5 °C
Memory
18000 readings 2 x 9000 readings
Sample rate
6 seconds to 330 minutes
Battery & life
2 x 1.5 volt AA - approximately 1 year
Display
12 mm LCD/2 LED's
Dimensions
29 x 72.5 x 96 mm
Weight
165 grams model dependant
FREE traceable certificate of calibration included

MAX/
MIN

4

HACCP

COMPATIBLE

Order code Description
298-001
Model TD
298- 0 1 1
Model TD1F*
298- 1 1 1
Model TD2F*
832-590
ABS wall bracket (see website)
*Inclusive of thermistor probe(s)

THERMADATA® WIFI TWO CHANNEL THERMOCOUPLE LOGGERS

Specification
ThermaData WiFi - Thermocouple
Range - type K -100 to 1372 °C
Range - type T -100 to 400 °C
Resolution
0.1 °C/°F to 999.9 thereafter 1 °C/°F
Accuracy
±0.4 °C ±0.1 % of reading
Memory
2 x 9000 readings
Sample rate
6 seconds to 330 minutes
Battery & life
2 x 1.5 volt AA - approximately 1 year
Display
12 mm LCD/2 LED's
Dimensions
29 x 72.5 x 96 mm
Weight
165 grams
FREE traceable certificate of calibration included

General purpose
probes (133-158)

MAX/
MIN

BUILDING & CONSTRUCTION

The ThermaData® WiFi thermocouple loggers are available
in two sensor types, type K and type T thermocouple.
Please Note: Each logger is supplied exclusive of probes,
see below for a small selection of probes available or
for alternative designs visit our website.
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HACCP

COMPATIBLE

Order code Description
29 8 -121
Model TD2TC - type K
29 8 -7 21
Model TD2TC - type T
8 30 -800
Magnetic mount
8 30 -880
Protective boot - black
Exclusive of thermocouple probes
Order code

GENERAL PURPOSE PROBE

Ø3.3 x 100 mm

MINERAL INSULATED PROBES

Ø3 x 180, 500 or 1000 mm

HEAVY DUTY PTFE WIRE PROBE

Ø2.4 x 1000 or 2000 mm

This stainless steel probe is suitable for a wide
range of applications. Supplied with a one
metre PTFE insulated lead and connector.

133-158

l Response time less than 5 seconds
l Probe temperature range -75 to 250 °C

These Ø3 mm high temperature MI probes
can be bent to any shape without affecting
performance. Supplied with a plain pot seal
and a two metre PTFE lead.

133-425

l Response time less than 4 seconds
l Probe temperature range -200 to 1100 °C

133-429

This heavy duty, PTFE insulated wire probe is
ideal for a wide range of HD applications such
as concrete curing.

133-372

l Response time less than 1 second
l Probe temperature range 75 to 250 °C

(180 mm)

133-428

(500 mm)
(1000 mm)

(1000 mm)

133-373
(2000 mm)

Please note: for type T thermocouple probes, replace the third digit (3) of the order code with the number 7
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THERMADATA® WIFI LOGGER FOR HUMIDITY
Simultaneously displays humidity & temperature
Records up to a maximum of 18000 readings
LED display of high & low alarm status
No ongoing or subscription charges

These ThermaData WiFi humidity loggers measure and
record both temperature and relative humidity (%rh) over
the range of 0 to 50 °C and 0 to 100 %rh. At programmable
intervals, the loggers will record simultaneously both
temperature and humidity, recording up to a maximum of
18000 readings (9000 humidity and 9000 temperature).

BUILDING & CONSTRUCTION

The logger incorporates a large LCD that displays temperature
and humidity from the internal sensors. Each ThermaData
WiFi humidity logger incorporates two LED's, a flashing green
LED indicates that the logger is active/logging and a flashing
red LED indicates that your customised preset alarms have
been exceeded.
The humidity and temperature ThermaData WiFi loggers
are suitable for a diverse range of applications which include
HVAC climate monitoring, QA monitoring of storage areas etc.

THERMADATA STUDIO SOFTWARE
Both powerful and sophisticated, yet user-friendly,
the ThermaData Studio software enables
temperature and humidity data to be organised
and analysed to provide management information.
The ThermaData Studio software has the ability to
display up to 32 traces on a graph, the trace colours
are user selectable. All files can be viewed as
thumbnail icons for easy identification.
The software allows the user to programme the
logging sample/interval rate (6 seconds to 330
minutes), communication interval (sync) with PC,
real-time clock, °C or °F and a manual start option. It
is also possible to include a user ID for each logger.

HOW DOES THE THERMADATA
WIFI HTD LOGGER WORK?

Data sent via
WiFi to router

View data on
multiple devices
Email
Alerts

52
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MAX/
MIN

Order code
298 - 6 2 1
830- 880
830-800
890- 1 1 1

IP55

Description
ThermaData WiFi HTD
Protective silicone boot - black
Magnetic mount
UKAS 3-point certificate available

TD Link available on iOS and Android for mobile
phone push notifications

Specification
Range
Resolution
Accuracy

Temperature
0 to 50 °C
0.1 °C/°F
±0.5 °C (0 to 50 °C)

Humidity
0 to 100 %rh
0.1 %rh
±2 %rh @ 25 °C (20 to 80 %rh)
±3 %rh @ 25 °C (10 to 90 %rh)
±4 %rh @ 25 °C (0 to 100 %rh)
±1 %rh
Capacitance polymer

Hysteresis
Sensor type
Memory
Sample rate
Battery & life
Display
Dimensions
Weight

N/A
Thermistor
2 x 9000 readings
6 seconds to 330 minutes
2 x 1.5 volt AA - approx. 10 months @ 20 °C
12 mm LCD/2 LED's
29 x 72.5 x 96 mm
165 grams

Optional UKAS Certificate of Calibration available

THERMADATA® LITE LOGGER
LED display shows if limits are exceeded
Customised high/low alarm facility
Ideal for storage & transportation
FREE software to download
The ThermaData Lite logger is a cost effective,
self-contained temperature data-logger or blind recording
thermometer that is designed to record the temperature of
the surrounding environment. The ThermaData Lite logger
is housed in a water resistant polyethylene case and
incorporates two LED status indicators.
The ThermaData Studio software allows the user to programme the
logging sample/interval rate (6 seconds to 255 minutes), the real-time clock,
°C/°F, delayed start (maximum 23 hours, 59 minutes), push-button start,
temperature start or time start and a 31-character user ID. The software also
incorporates a password protected calibration adjustment feature that allows the
user to check the calibration of loggers and make minor adjustments of 0.1 °C (±3 °C).

BUILDING & CONSTRUCTION

The user can also set, within the software, high and low alarm values for a specific application. A push of the
button will allow a simple visual inspection of the unit to show if either of these limits have been exceeded.
A flashing red LED will warn the user that the alarm limits have been exceeded (reject) or a flashing green
LED will advise the user that the alarm limits have not been exceeded (accept).
THERMADATA STUDIO SOFTWARE & AUTOMATIC PDF FILE OUTPUT
The ThermaData Studio software is supplied as a FREE download. The ThermaData Lite logger is connected
to a PC via a USB-C port lead and by selecting the relevant icon the data can be downloaded and displayed
either as a graph, table or summary. The information can then be analysed by zooming in, saving as a Studio
File or exporting to other software packages. The new ThermaData Lite produces a report automatically on
computer plug-in, this report will detail high and low alarms and also give you various key information for
acceptance for deliveries or processes. No software required to download PDF report.
Colour-coded data-loggers
Available in a variety of coloured cases; blue, yellow, white
and black. These colour-coded cases help to prevent cross
contamination by allowing the user to allocate a colour to a
specific product or application. Other applications include
different coloured loggers for easy identification in for
example; the building and construction industry where
loggers can often blend in with the environment.

Example of PDF file
The automatic report generated shows key information such
as instrument details, log summary and longest alarms. The
PDF also displays an intuitive graph for easy visual indication.
MAX/
MIN

Order code
293-010
293-020
293-050
293-070
812- 5 10

Description
ThermaData Lite - white
ThermaData Lite - yellow
ThermaData Lite - blue
ThermaData Lite - black
USB-C lead

Specification
Range
Resolution
Accuracy
Memory
Sample rate
Battery
Battery life
Dimensions
Weight

ThermaData Lite
-40 to 85 °C
0.1 °C
±0.5 °C
16000
6 seconds to 255 minutes
3.6 volt ½ AA lithium
Minimum 3 years
Ø55 x 25 mm
40 grams

Optional UKAS Certificate of Calibration available
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